
Time Elapsed DTW Flow Rate Drawdown Drawdown
Time (ft) (gpm) Total

10:20 0.00 251.18 0 0.00 0.00
0.10 251.22 12 0.04 0.04
0.20 251.28 0.06 0.10
0.30 251.32 0.04 0.14
0.40 251.36 0.04 0.18
0.50 251.40 0.04 0.22
0.60 251.44 0.04 0.26
0.70 251.49 0.05 0.31
0.80 251.66 0.17 0.48
0.90 251.71 0.05 0.53

10:21 1.00 251.75 12 0.04 0.57
2.00 251.78 0.03 0.60
3.00 251.80 0.02 0.62
4.00 251.81 0.01 0.63
5.00 251.83 0.02 0.65
6.00 251.84 0.01 0.66
7.00 251.84 0.00 0.66
8.00 251.85 0.01 0.67
9.00 251.85 0.00 0.67

10:30 10.00 251.86 12 0.01 0.68
20.00 251.88 0.02 0.70
30.00 251.90 0.02 0.72
40.00 251.91 0.01 0.73
50.00 251.94 0.03 0.76

11:20 60.00 251.95 0.01 0.77
70.00 251.97 0.02 0.79

11:40 80.00 251.99 12 0.02 0.81
90.00 252.00 12 0.01 0.82

12:00 100.00 252.00 12 0.00 0.82
13:40 200.00 252.04 12 0.04 0.86
Shutdown pump 13:40

Well Information:
Eight inch steel casing, 11.75 inches above ground level. Pump setting unknown.

Pump Test Notes:
Existing pump is not stressing well enough to perform accurate test.
Obvious connection is present between well and standing water in pit.

at which the water standing in the pit is removed.

Table 9.1  Surface Well 2 (SW-2) Pump Test
Morning Star Mine

Mojave National Preserve, California


